


M I 0 M 0 D E R 0 Advanced Features of the R-4:

R 4 R E M OT E ¢ Unicode multi-language screen support
- * Button pads available in Spanish, French,

¢ Handheld remote and color LCD touch panel in one Italian, Chinese, Mandarin, Arabic

* Powered by ZigBee Wireless Technology * Supports AMX's powerful G4 graphics

* Instantly powers on at touch, tilt, or push button engine, including marquee text

o 240 x 320 resolution with 16bit/64,000

* Roam freely throughout a home or building when used color LCD active touch screen

 Control an unlimited number of devices

with NetLinx ZigBee Gateway and Repeaters  Two-way communications allow the R-4

 Programs via TPD4 - utilizing G4 technology to receive device status and dynamic lists

* Controlling video, audio, lighting, HVAC, shades and  Unique device IDs allow independent

more has never been easier operation of each R-4 within the home

Signal
Transmission
Type

IR

IR/418 MHZ &
433 MHZ RF

2.4 GHz
ZigBee

2.4 GHz
ZigBee

Number of
Remotes
Allowed
Within
Same Area

Multiple’

2 per area
(radius of
100 ft)

Unlimited

Unlimited

Signal
Transmission
Capability

One-Way

One-Way

Two-Way

Two-Way

Indoor
Signal
Transmission
Range?®

Line of Sight

100 feet

100 feet
(extendable
with Repeaters)

100 feet
(extendable
with Repeaters)

LCD Display

One Blue
text line

One Blue
text line

One Blue
text line

2.47/16-bit color
Active Touch
Scrolling text
Dynamic lists

Number of
Controllable
Devices

Unlimited

Unlimited

Rechargable
Lithium-ion
Batteries

Optional

Optional

Standard

Standard

Average
use time
between
charges

4 weeks

4 weeks

2 weeks

1 week

Charging
Cradle
Compatible

Optional?

Optional®

Standard

Standard



